Matchline “C”

Place at Sign details shown below.
1 Mil | , |
See Note 2 e TWO WAY TRAFFIC 85 ‘
NEXT MILES } g 50" C/C
SPEED ;
" LIMIT i ) 3f
wes NOT 55 Y Y
48" X 48" PASS o % j 1 o
48" X 48" Ra-1 s * : = J o
367 X 48" 800’ 1000 8" White )
8" White Edge Li o
4" Dowble-Yellow / B 1te bege Line 8" Yellow Edge Line Edge Line | &
Centerline H H 4" White Edge Line {\ 5
:m . g
: X = Tt e e e e e o o s e PN _ _ _ = =
£ = A \ 5 =
b= / { { .
E H Tubular Markers , 30° 4" Yellow Edge Line Tubular Markers
120" ¢/C 150 —* f Y 25" ¢/C
End Raised
L % Mile max. % Mile max. Tt % Mile max. Pavement Markers |
\ < 85’ i
Crossover
. Location -
40" C/C between ! 620-24
00 Chanmnelizer / Markers. Station e
NOT See note 3. NOT
PASS PASS N
See Note 2 48" X 48"
Rd-1 -
367X 48 % 3o s
48 X 48"
SPEED
LIMIT . ‘
Beqi ised End Broken
55 egin raise Lane Line
pavement markers.
- R2-1 See note 4. Special w20-1
4By‘x4:a 48" X 60" —_————— ) 28" X 48" 18" X 48"
— 500’ 500’ 780 Taper 750 1000’ ' 1000’ 800’ 800’ 800’ |
50 o/C f— 0"-500'—»] F r
i See Note 6 See Note 6 *
P ; V7T W - 7 — - 7 — — — — — — — — g
Ve
1 1 Drums 65’ C/C J 1 J ! 1
4" Wnite Edge Line 7 7
100’ 500 100 500
GENERAL NOTES:
- LEGEND - See page 1
‘ 1. "TWO WAY TRAFFIC" and “DO NOT PASS" signs shall be placed altenately on both W4-2
ides of the roadway ata maximum  of one-half mile intervals for both directions of travel. 487 X 48"
SLPMEA\ETD The motorist shall always have both signs in sight.
2. An addifional supplemental plate with the message “NEXT X MILES” shall be installed DETAILS OF “TWO WAY TRAFFIC’ SIGN f lowa Department of Transportation
6 5 on the "TWO WAY TRAFFIC” sign assembly on the rightside of the roadway to inform T 6.09” '%’ . e .
the motorist of the remaining length of two lane traffic. The number shall be to the T 6.09" 1.88" b Pro'ed Developmenf Division
45,37‘50,, nearest whole-mile increment. This shall be required for both directions of traffic. | 144" ‘ 62" R 6.72"
3. Channelizer/Marker shall be either an Astro-Optics CD-2, a Davidson Plastics’ Brick, or ‘ ‘ W 8'75:: 1'88:: " STANDARD ROAD PLAN R&66(2)|
an approved equivalent. A 0 ;‘gg,, A ?'gg” ;;2”
" . . . REVISION: Replace detour signs with arrow signs. REVISION NO.
4. Raised pavement markers, spaced 10’ &/C, shall be used to supplement the white and T \/\/ O W A Y T R A ’: ’: I C o 24.37" F 6.09" N 6.72" 1.56" 4
yellow efie lines from the beginning of the lane reduction taper through the reverse 974 ok 10— 8" 42" 1.88" 2.34" 2.34" 11-05-99 REVISION DATE
Ir § " " " "
curves olthe crossover N E >< T M I L E 8 10" W 8'75// i 6.0‘3” € 6.09” 6'09,, APPROVED /BY/ DESIGN METHODS ENGINEER 02-11-00
. . — .62 1.88 1.88 1.88 T
5. Referto Strandard Road Plunfor crossover pavement marking details. Variable —={10} 10" k— 7 A 836" I 156" X 672" 609"
6. Refer to Typical 9015 for details of lane drop arrows. 62" 2.34" 1.25" 1.88" TRAFFIC CONTROL LAYOUT FOR
Y 844" C 672" T 6.09” 6.72" - -
7. Referto Typical 2017 for details of special "Merge” sign. 26.79" 53.37" 31.09" 36.63" TWO-LANE, TWO-WAY OPERATION
BACKGROUND - ORANGE LETTERS, NUMERALS, & BORDER - BLACK . . h . (SHEET 2 OF 2)
8. Safely Closure to be paid for as per Standard and | | Specifi {Section EEE |




